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Specifications:
• 7” LCD color screen
• 3 camera inputs
• 3 camera triggers
• Auto day/night dimmer
• Sun shield
• Input power:  12-24VDC
• Power consumption: 875mA
• System: NTSC/PAL (auto-switching)
• Operating temperature:
   -4°F to +158°F
• Mechanical shock: 100G
• Mechanical vibration: 5G

• Screen menu available in 11 languages
• Anti-glare screen
• Backlit control buttons
• Brightness & contrast controls
• Electronic distance markers
• Color & tint controls
• Mirror/normal image switching
• Built-in speaker
• Effective display area: 
   6.1” x 3.5” (7” diagonal)
• Universal mounting bracket
• Dimensions (W x H x D): 7.1” x 4.8” x 1”
• Warranty: 1 year

LCD Camera Systems

Part # Description

SYCS-7CM1 Monitor, 7” LCD, Color

SYCS-RCC1 Camera, Color

Part # Description

SYCS-L8 Cable, 8’

SYCS-L16 Cable, 16’

Part # Description

SYCS-L33 Cable, 33’

SYCS-L66 Cable, 66’

SYCS7LCD33-KIT1 (7” LCD Color Camera Kit)

Replacement Parts & Accessories

2.8”  (71.12 mm)

2.2”  
(55.88 mm)

Depth = 1.8” (45.72 mm)

1. REMOTE CONTROLLER SENSOR
2. Power LED
3. Power ON/OFF Switch
4. +, - CONTROL BUTTONS  
5. SELECT
6. MENU
7. CAMERA (CA1/CA2/CA3)
8. AUDIO/VIDEO INPUT
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Depth = 1” (25.4 mm)
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Kit includes: 	 (1) 7" LCD Color Monitor
                    	 (1) Color Camera  
	 (1) Remote Control
                   	 (1) 33' Cable
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1. POWER
2.    SELECT
3. Flip Vertically
4. +    SELECT
5.    SELECT
6. CALL
7. TIMER
8. CAMERA SELECT    

      (CA1/CA2/CA3 shift) 
9. SYSTEM CONTROL
10. LANGUAGE
11. MODE 
12. MENU
13.    - SELECT
14. Flip Horizontally
15. MUTE 

* Cables can be attached to each other up to 200 feet.

Color Camera Features:
• Wide angle lens (110°)
• 18 infra red LEDs
• Ultra low light performance
• Integral microphone
• Resolution: 300,000 pixels
• Automatic electronic iris
• Sun shield
• Mechanical shock: 100G

• Mechanical vibration: 10G
• Operating temperature: -4°F to 
+158°F
• Durable, waterproof construction
• Waterproof cable connection
• Dimensions (W x H x D) 2.8” x 2.2” x 1.8”
• Warranty: 1 year
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